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Typical Applications
n	� Tactical/Combat Vehicles

n	� Silent Watch

n	� Robotics

n	� Unmanned Vehicles

n	� Weapon Systems

Recommended Charging Platforms
n	� Designed to interface with MIL-STD-1275 

compliant vehicle charging systems

Designed for high energy and reliability,  
this battery is ideal for combat/tactical 
vehicles, unmanned systems or other  
energy-demanding military applications.

The Hawker ARMASAFE iON-X is a 24 V rechargeable 
lithium-ion battery engineered for mission-critical 
applications in demanding environments. It delivers a 
nominal capacity of up to 105 Ah (≈ 2.7 kWh) and  
is designed to meet the strict requirements of  
MIL-PRF-32565C (amend. 2), ensuring reliable 
performance under extreme conditions.

 

The battery supports CAN-bus communication (J1939), 
enabling seamless integration and real-time diagnostics 
in tactical vehicles, robotics, or unmanned platforms.  
It provides dependable power in a wide temperature 
range from –46 °C to +71 °C, making it suitable for  
harsh climates and “silent watch” missions. 

6T Rechargeable  
Lithium-Ion Battery

NSN: 6140-01-703-1434   Part Number: BT-70939M-TPB



Features & Benefits

n	 Dual-bus J1939-compliant CAN 			 
	 communications interface

n	 UN/DOT 38.3 Rating 2.75kWh

n	 Instantly available 1100A @ -18°C,  
	 400A @ -40°C with no pre-heat required

n	 Electronically Protected

n	 Light Weight

n	 Long Cycle Life

n	 Meets MIL-PRF-32565C Requirement

n	 CE and UKCA Compliant

Product Data

National Stock Number 6140-01-703-1434

BT Part Number BT-70939M-TPB

Dimensions (less handles) Length: 10.0 in (254 mm)  
Width: 10.5 in (267 mm) 
Height: 9.05 in (230 mm) including 
connectors

Weight 61.7 lbs (28 kg)

Nominal Voltage 25.2V

Discharge Current 180A continuous

Max charge current: 300A

Nominal Capacity 90Ah (2250Wh) charged to 28.5V, 
105Ah (2650Wh) charged to 29.4V

Operating temperature 
range:

–46°C to +71°C (-51°F to +160°F)

Storage Temperature –54°C to +88°C (-65°F to +190°F)

Terminals Per MIL-PRF-32565C

Disposal Check local regulations (Contains 
0% Mercury or Cadmium)

Dimensions

These batteries and controlled technical data are classified under the Commerce Control List and 
are subject to licensing requirements for any export. Additional export restrictions and regulations 
may apply depending on their end use. It is the responsibility of the purchasing or receiving 
party to comply with all requirements of export laws, including ensuring that all required export 
authorizations are in place prior to exportation or re-exportation.
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6T Rechargeable Lithium-Ion Battery
NSN: 6140-01-703-1434   Part Number: BT-70939M-TPB


